
64 RADOX     Vase de expansiune

Vase de expansiune CAL-PRO

Membranele utilizate sunt sintetice, cu rezistenta buna la caldura 

Denumire
Capacitate 

litri
Diametru 

mm
Inaltime 

mm
Presiune 
maxima

Temperatura 
de lucru

Racord

CAL PRO 4 4 225 195 5 bar 3/4 ”G

CAL PRO 8 295 5 bar 3/4 ”G

CAL PRO 12 12 294 4 bar 3/4 ”G

CAL PRO 18 4 bar 3/4 ”G

CAL PRO 24 24 324 415 4 bar 3/4 ”G

CAL PRO 35 35 4 bar 3/4 ”G

CAL PRO 50 4 bar 3/4 ”G

CAL PRO 80 6 bar 3/4 ”G

CAL PRO 105 665 6 bar 3/4 ”G

CAL PRO 150 6 bar 3/4 ”G

CAL PRO 200 6 bar 3/4 ”G

CAL PRO 250 957 6 bar 3/4 ”G

CAL PRO 300 6 bar 3/4 ”G

CAL PRO 400 6 bar 3/4 ”G

CAL PRO 500 6 bar 1 ”G

CAL PRO 600 1555 6 bar 1 ”G

CAL PRO 700 1755 6 bar 1 ”G

CAL PRO 800 2145 6 bar 1 1/2 ”G
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Vase de expansiune ULTRA-PRO

 

Vase de expansiune verticale

Denumire
Capacitate 

litri
Diametru 

mm
Inaltime 

mm
Presiune 
maxima

Temperatura 
de lucru

Racord

ULTRA PRO 8 V 199 355 3/4" G

ULTRA PRO 12 V 12 1" G

ULTRA PRO 19 V 19 411 3/4 -1” G

ULTRA PRO 24 V 24 362 355 3/4 -1” G

ULTRA PRO 24 V 24 3/4 -1” G

ULTRA PRO 50 V 1" G

ULTRA PRO 60 V 1" G

ULTRA PRO 80 V 1" G

ULTRA PRO 100 V 1" G

ULTRA PRO 200 V 1235 1 1/2” G

ULTRA PRO 300 V 1365 1 1/2” G

ULTRA PRO 500 V 1 1/2” G

ULTRA PRO 750 V 1 1/2” G

ULTRA PRO 1000 V 1 1/2” G

Denumire
Capacitate 

litri
Diametru 

mm
Inaltime 

mm
Presiune 
maxima

Temperatura 
de lucru

Racord

ULTRA PRO 19 H 19 3/4" G

ULTRA PRO 24 H 24 3/4 -1" G

ULTRA PRO 50 H 1" G

ULTRA PRO 60 H 1" G

ULTRA PRO 80 H 1" G

ULTRA PRO 100 H 1" G

ULTRA PRO 200 H 1 1/2" G

ULTRA PRO 300 H 1 1/2" G

Vase de expansiune versiune speciala 16 Bar

Denumire
Capacitate 

litri
Diametru 

mm
Inaltime 

mm
Presiune 
maxima

Temperatura 
de lucru

Racord

ULTRA PRO 24 24 16 bar 1" G

ULTRA PRO 100 16 bar 1" G

ULTRA PRO 200 1235 16 bar 1 1/2" G

ULTRA PRO 300 1365 16 bar 1 1/2" G

ULTRA PRO 500 16 bar 1 1/2" G

ULTRA PRO 750 2125 16 bar 1 1/2" G

ULTRA PRO 1000 16 bar 1 1/2" G


